
FILTRATION

X9 PVC MULTI-CARTRIDGES FILTER

Multi-cartridges filter
PVC-U multi-cartridges filter housing

PVC-U multi-cartridges filter housing for DOE cartridges 
having inside diameter of 28/30 mm and outside diameter of 
65/71 mm.

Number of cartridges per filter 9.

Cartridge length 30 and 40’’.

Flanged upper opening with hinged bolts.

Conformity with European Directive 97/23/EC concerning 
pressurized equipment (PED).

PPLICATIONS

All filtration applications 
especially the pre-filtration 
of membrane equipment 
(in reverse osmosis).



Multi-cartridges filter

OVERALL DIMENSIONS in mm

HPCF9DC3B HPCF9DC4B

A 69 69

C 995 1245

D 315 315

E 510 510

I 9 9

J 15 15

K 276 276

L 249 249

M 395 395

References Number of 
cartridges

Cartridges 
length

Weight
kg

Capacity 
liters

HPCF9DC3B 9 30’’ 23,00 57,00

HPCF9DC4B 9 40’’ 26,00 74,30

RANGE
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Operating  pressure 6.00 bar - Test pressure 7.8 bar.
Maximum head loss 1,40 bar.
Operating temperature range 5 to 40°C.
Connections ND 80 (dia. 90) union type (N1+N2).
Air vent N3 in ¼’’ and drain in ½’’ sizes.
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