
FILTRATION

NW CENTRIFUGAL FILTER

NW Centrifugal filter

The NW filter has a helix at the top generating a centrifugal 
effect so that high density particles can be grouped together in 
the lower part of the housing while protecting the filter media 
from fast clogging.

Made entirely of composite material, can be used with  
drinking water.

The filter sleeve, made of nonwoven and felt-free synthetic 
fibres, is available with a cut-off threshold ranging from 25 to 
100 μm depending on the applications and the nature of the 
particles to be filtered.

Available filtration thresholds :
25, 50 et 100 µm

PPLICATIONS

• All filtration applications.

• Pre-filtration of softeners.

• Pre-filtration and post-filtration  
of ion exchangers.



NW Centrifugal filter

References FWCC
NW250

FWCC
NW320

FWCC
NW400

FWCC
NW500

FWCC
NW650

FWCC
NW800

Operating pressure (bar) 10 10 10 10 10 10

Average flow rate (m3/h) 4 6 10 15 20 25

Maximal flow rate (m3/h) 5.5 6.5 12 18 25 32

Connection 1’’ 11/4’’ 11/2’’                           2’’ DN65 DN80

Surface of filtration (cm2) 450 840 1010 1288 1288 1288

Maximal temperature (°C) 50 50 50           50 50 50
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22 220 TRÉGUIER - FRANCE
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References FWCC
NW250

FWCC
NW320

FWCC
NW400

FWCC
NW500

FWCC
NW650

FWCC
NW800

A (mm) 230 230 284 363 304 313

B (mm) 355 540 675 850 850 850

APPROXIMATE OVERALL DIMENSIONS
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