
FILTRATION

BIO-X HIGH FLOW AIR FILTER

Filtration cartridges
BIO-X HIGH FLOW air filter

Bio-X high flow air filters are dedicated for critical application to 
protect the small pure water storage tanks.

Filter media consisting of hydrophobic impregnated PTFE 
microfibers.

Outstanding flow rate ratio compared to conventional  
filtration membranes.

Filtration rate 0.01 μm for bacteria and viruses reduction.

• Media filtrant : microfibres PTFE

• Support : PP

• Joint EPDM

Microfiber

ONSTRUCTIONC

Conformity : 

• CFR21 part 177

• EC1935 / 2004

• USP Plastics Cass VI - 121°C 

• ISO 10993



ZGPB0.1V   					                ZGPA0.1V

Filtration cartridges

OPERATING CONDITIONS
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Connection to tank : 1/2’’ male.

Length : 88 mm for the 2.5’’ version and 152 mm for the 5’’ version
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Maximum acceptable differantial pressure (outside/inside) 4.5 bars.
Maximum continuous temperature : 70°C.
Sterilization : by autoclave at 135°C (max. 100 times).

PHYSICAL DATA

References : 
ZGPB0.1V for cartridge 2.5’’
ZGPA0.1V for cartridge 5’’

LOAD LOSS

Cartridge 2.5’’ : 6 000 l/h @ 20 mb

Cartridge 5’’ : 12 000 l/h @ 20 mb

PERFORMANCE
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