
ION EXCHANGE

FIBERGLASS BOTTLE ACCESSORIES

DISTRIBUTORS FOR BOTTLES 4’’ 

Distributors
for bottles 4’’

Adapters material PVC.

Distributors material PP, slots 0.2 or 0.5 mm.

Top cylindrical diffuser threated 4’’-8UN
Complet with o-ring.
Cylindrical diffuser PP, slots 0.2 or 0.5 mm
with bonded connection diam 63 mm
Flow rate 20 m3/h at 0.5 bar pressure drop.

A : PVC union diam 63 
B : Adapter  4’’ with O-ring
C : Reduction 2’’ M/F
D : Diffusor daimeter 85 mm lenght 180 mm

Reference Slots
(mm)

Flow rate m3/h 
Delta-P 0.5 bar

PV351 0.2 20
PV352 0.5 20

TECHNICAL DATA
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Distributors for bottles 4’’
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Reference For tank Arms lenght 
(mm)

Slots
(mm)

Flow rate m3/h 
Delta-P 0.2 bar

PV353 14-16-18’’ 113 0.2 16
PV354 21-24’’             175 0.2 17
PV355 30’’ 237 0.2 18
PV356 36’’ 299 0.2 20
PV360 14-16-18’’         113 0.5 16
PV361 21-24’’             175 0.5 17
PV362 30’’ 237 0.5 18
PV363 36’’ 299 0.5 20

Bottom star diffuser with arms and threated 4’’-8UN
Complet with o-ring.
Cylindrical diffuser PP, slots 0.2 or 0.5 mm
with bonded connection diam 63 mm.
Flow rate according to arms lenght.

TECHNICAL DATA

ADH2OC INDUSTRIAL
Headquarters

3, Rue Kercoz
22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
Fax +33 (0)2 22 44 98 48

www.adh2oc-industrial.com

Workshop
Lieudit «La Vallée Drouard»
28500 CHÉRISY - FRANCE
Tel  +33 (0)2 37 50 20 79
Fax +33 (0)2 22 44 98 48
e-mail : infos@adh2oc-industrial.com

A : PVC union diam 63
B : Adapter 4’’ with O-ring
C : Reduction 2’’ M/F
D : Spacers (Qt 3)
E : Hub
F : Arms diameter 54 mm (Qt 5)
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