
ION EXCHANGE

COMPOSITE RESIN TANK

MANUAL DISTRIBUTION HEADS

Distribution heads
Manual heads

Manual composite distribution heads complete with top 
and bottom distributors.

To be used with resin tank 2.5’’ or 4.0’’.

Maximum service pressure 8 bar.

Service température 25°C.

Distribution head 1.0’’ For resin tank 2,5’’

Connection in/out 1.0’’.

With purge valve ¼’’, top distgributor, bottom distributor 
and raise tube DN 25. 

Max flow rate 5.0 m3/h.

Reference : ADAPT-DN25-ASSEMB

Distribution head PVC 2.0’’ For resin tank 4.0’’

Connection in/out 2.0’’.

With purge valve  ¼’’, top distgributor, bottom distributor 
and raise tube DN 40.

Max flow rate 18.0 m3/h.

Reference : ADAPT-DN50-ASSEMB
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ADH2OC INDUSTRIAL

Headquarters
3, Rue Kercoz

22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
Fax +33 (0)2 22 44 98 48

www.adh2oc-industrial.com

Workshop
Lieudit «La Vallée Drouard»
28500 CHÉRISY - FRANCE

Tel  +33 (0)2 37 50 20 79
Fax +33 (0)2 22 44 98 48

e-mail : infos@adh2oc-industrial.com


