
FILTRATION

MELT BLOWN PP FILTER CARTRIDGES

Melt blown polypropylene
Filter cartridges
DLPP

Melt blown poypropylene filter cartridges without lubricants 
or additives.

No release of microfibers into the filtered water, therefore 
no need to rinse before use.

Multilayer structure for a high dirt-holding capacity and 
minimum 96% filtration efficiency.

External diameter 63 mm
Internal diameter 28 mm 

Available lengths :
10’’, 20’’, 30’’ et 40’’ 

PPLICATIONS

• Any filtration application.

• Reverse Osmosis prefiltration.

• Pre and post-filtration of ion 
exchangers.



Melt blown polypropylene filter cartridges

Reference Length Adapters Micron rating
FC050 10” DOE 1 µm
FC051 10” DOE 5 µm
FC052 10” DOE 10 µm
FC053 10” DOE 20 µm
FC060 20’’ DOE 1 µm
FC061 20’’ DOE 5 µm
FC062 20’’ DOE 10 µm
FC063 20’’ DOE 20 µm
FC070 30’’ DOE 1 µm
FC071 30’’ DOE 5 µm
FC072 30’’ DOE 10 µm
FC073 30’’ DOE 20 µm
FC080 40’’ DOE 1 µm
FC081 40’’ DOE 5 µm
FC082 40’’ DOE 10 µm
FC083 40’’ DOE 20 µm
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Maximum pressure drop : 1.4 bar. Operating temperature 2 to 80°C.                            

Maximum filtration flow rate :
See table below for the pressure drop versus porosity

Flow rate (l/h)
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PRESSURE DROP DIAGRAM (PER 10 INCH EQUIVALENT)

TECHNICAL DATA


