
FILTRATION

PA6 MULTI-CARTRIDGES FILTERS

Multi-cartridges filters
PA6 multi-cartridges filters housing

PA6 multi-cartridges filter housing for DOE cartridges ha-
ving inside diameter of 28 mm and outside diameter of 63 
mm.

Number of cartridges per filter 7 and 12.

Cartridge length, 20”, 30” and 40’’.

Flanged upper opening with bolts.

Conformity with European Directive 97/23/EC concerning 
pressurized equipment (PED).

PPLICATIONS

All filtration applications 
especially the pre-filtration 
of membrane equipment 
(in reverse osmosis).



Multi-cartridges filters

OVERALL DIMENSIONS in mm

References Number of 
cartridges

Cardridges 
length

Weight
kg

ECO-PA 7X20 7 20’’ 26

ECO-PA 7X30 7 30’’ 27

ECO-PA 7X40 7 40’’ 28

ECO-PA 12X30 12 30” 53

ECO-PA 12X40 12 40” 54
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Operating  pressure 10.00 bar - Minimum explosion pressure 42 bar.
Maximum head loss 1,50 bar.
Operating temperature range 5 to 50°C.
Connections ND 50 for the ECO-PA 7 and ND 80 for the ECO-PA 12 (unions).
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ECO-PA 7X20 252 1089 186 790

ECO-PA 7X30 252 1446 186 1147

ECO-PA 7X40 252 1446 186 1147

ECO-PA 12X30 342 1882 220 1330

ECO-PA 12X40 342 1882 220 1330

ECO-PA 7 ECO-PA 12


