
INSTRUMENTS

PRESSURE SWITCH TYPE 41

LACK OF WATER OR EXCESS PRESSURE 

Pressure switch
Pressure Switch type 41

Pressure switch with adjustable membrane. 

Specially adapted for water treatment applications.

Type: normally open for lack of water applications.

Type normally closed for excess pressure applications.

 

 

PPLICATIONS

Specially adapted for water 

treatment applications.



Pressure switch type 41
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ADH2OC INDUSTRIAL

Headquarters
3, Rue Kercoz

22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
Fax +33 (0)2 22 44 98 48

www.adh2oc-industrial.com

Workshop
Lieudit «La Vallée Drouard»
28500 CHÉRISY - FRANCE

Tel  +33 (0)2 37 50 20 79
Fax +33 (0)2 22 44 98 48

e-mail : infos@adh2oc-industrial.com

Adjusting screw

Connection lugs  

6.3 x 0.8

Key of 24

Cap : reference 3015001

Build Brass

Connection ¼’’

Voltage maximum 48 Volts

Current maximum 0.5 Amps

Temperature maximum 80°C

Lifetime 106 operations

Max. operating pressure       40 bar

Protection IP 54 

Compliant to EN 60730-I

TECHNICAL CHARACTERISTICS

APPLICATION LACK OF WATER

APPLICATION EXCESS PRESSURE

Adjustment Range: 1 to 5 bar

Tolerance at 20 °C : 0.3 bar

Reference : 4111221

Adjustment Range: 10-20 bar

Tolerance at 20 °C : 1.0 bar

Reference : 4121223


