
FILTRATION

INDUSTRIAL BAG FILTERS

Industrial Bag Filters  
AD-FPI

The FPI filter housings guarantee a high 
quality level of filtration for the industrial 
applications.

Such properties as the single seal or the 
standard in series rugged perforated basket 
in stainless steel are ensuring constant and 
lasting performances.

The swing bolts of the cover facilitate the bag 
replacement.

The FPI filter housings are completely made out 
of Stainless Steel.

PPLICATIONS

AD FPI 
1.25

AD FPI 
1.50

AD FPI 
2.00

AD FPI 
DN80

Parallel mount

The FPI range is designed for all 
industrial applications, safe or 
dangerous, and comply with the 
97/23/EC Directive :

   • Automotive,
   • Metal washing,
   • Water treatment,
   • Medium to fine filtration,
   • Industrial applications,
   • Batch driven or continuous 
     filtration process,
   • Galvanizing industry,
   • Prefiltration or final filtration,
   • Resins and polymers,
   • Chemical and petrochemical 
     applications,
   • Environment sector



Industrial Bag Filters

Ref. A 
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

Poids
(kg)

AD-FPI 1.25 590 355 95 225 100 12

AD-FPI 1.50 680 370 150 205 147 27

AD-FPI 2.0 1040 720 150 410 142 35

AD-FPI DN80 1060 700 170 430 200 45

Ref. Inlet /
Outlet

Nominal 
flow

Max. 
flow.

Housing 
weight dry

AD-FPI 1.25 1 ¼’’ 3,4 m3/h 5,0 m3/h 12 kg

AD-FPI 1.50 1 ½’’ 9,0 m3/h 13,5 m3/h 27 kg

AD-FPI 2.00 2’’ 15 m3/h 22,5 m3/h 30 kg

AD-FPI DN80 Bride DN80 28 m3/h 42,0 m3/h 36 kg
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100% Stainless Steel construction.
EPDM O-ring seal.
Side inlet and outlet piping connections with height 
adjustable mounting legs for an easy connection 
to the network.
Bottom drain connection for a total drainage.
Closure of the cover with swing bolts.
Stainless Steel support basket to maintain the filter 
bag.
Delivered with a glycerin filled gauge and a vent 
valve.
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Maximum pressure : 10 Bar  -  Maximum temperature : 100°C
Vent port : 1/4’’
Drain connection 1/2’’ for AD-FPI 1.25 and 3/4’’ for the others.
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For specific flows and pressure losses,  please 
refer to the flows and pressure losses of the bags 
used.

 

HOUSING FOOTPRINT mm

CARACTERISTIQUES TECHNIQUES

PERTE DE CHARGE

E

E


