
FILTRATION

CO2 AND ACID VAPOR TRAP

Tank vent
CO2 and acid vapor trap 
Type AD-Neutral

CO2 trap

The  AD-Neutral vent are design to trap the CO2 in order to 
protect demineralized water tank from atmospheric CO2.

Model reaction with carbon dioxide (CO2) 
Ca(OH)2 + CO2 = CaCO3 + H2 O

Neutralization of acid vapors

The AD-Neutral vent are design to trap acid vapors from HCL 
storage tank. 

Model reaction with hydrochloric acid (HCl) 
Ca(OH)2 + 2HCl = Ca(Cl)2 + 2H2 O



Tank event

HOUSING FOOTPRINT mm

References Designation Max. flow rate Weight Media

860 4011 Media for filter SL1K 1500 l/h 300 g Ca(OH)2

860 4042 Media for filter SL3K 5000 l/h 1000 g Ca(OH)2

860 4046 Media for filter SL5K 15000 l/h 5100 g Ca(OH)2

References Designation Max flow rate Connection Construction

860 4010 Filter housing SL1K 1500 l/h R ¾’’ PVC

860 4040 Filter housing SL3K 5000 l/h R 2.0’’ PVC

860 4045 Filter housing SL5K 15000 l/h DN80 PVC
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ADH2OC INDUSTRIAL

Headquarters
3, Rue Kercoz

22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
Fax +33 (0)2 22 44 98 48

www.adh2oc-industrial.com

Workshop
Lieudit «La Vallée Drouard»
28500 CHÉRISY - FRANCE

Tel  +33 (0)2 37 50 20 79
Fax +33 (0)2 22 44 98 48

e-mail : infos@adh2oc-industrial.com

FILTER MEDIA  AD-Neutral

SL1K                                                         SL3K                                                         SL5K


