
FILTRATION

CALCITE

Calcite

Calcite is used to neutralize low pH water.

Calcite is a natural crushed and screened calcium 

carbonate media.

Of course Calcite increases the water hardness. 

A periodic backwashing is necessary to maintain the 

system in good working order.

The Calcite bed must be periodically replenished as the 

CALCITE is depleted.

A gravel support bed is recommended.

Neutralization of low pH water.

PPLICATIONS

Colour : white

Specific gravity : 2.6 to 2.8 g/cm3

Bulk density : 1500 g/l

Grain size : 1.0 to 2.0 mm

Composition : CaCO3  99.10% minimum

                       MgCO3     0.4% maximum

Available in 25.00 kg (17 liters) bags
 



Calcite

Bed depth (mm) 600 to 700 mm

Service flow rate 7 to 15 m3/h/m2

Backwash flow rate 20 to 30 m3/h/m2

Backwash bed expansion  35%

pH range 5 to 7

OPERATING CONDITIONS
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TECHNICAL DATA

CALCITE BENEFITS

has a self-limiting property, it corrects pH only 

enough to reach a non corrosive equilibrium. 

acidic water slowly dissolves the calcium 

carbonate to raise the pH which reduces the 

potential leaching of copper, lead and other 

metals found in typical plumbing systems.
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 SERVICE FLOW - PRESSURE DROP         BACKWASH BED EXPANSION

(*) Note : a «Gallon per Minute / Square Foot of Bed Area» is equal ti 2,44448 m/h.


