
FILTRATION

STAINLESS STEEL MULTI-CARTRIDGES FILTER

Sanitary Filter
Stainless steel 316L multicartridges housing filter 
GEM222

Stainless steel 316L sanitary multi-cartridges filter housing 
available from 1 up to 7 cartridges.

Manufactured for cartridges with internal diameter of 45mm from 
10’’ up to 40’’ with double O-ring (type 222 code 3).

Number of cartridges : 1 up to 7.
Lengh available : 10”, 20”, 30”, 40’’.
Top opening by clamp system.
Input/output with clamp system.
Air purge with clamp system.

Conformity with European Directive 97/23/EC concerning pressurized 
equipment (PED).

PPLICATIONS

All filtration applications especially 
for medical, pharmaceutical, and 
food and beverage industry.



Stainless steel multi-cartridges filter
GEM-222 RANGE

GEM222 1/10’’	
	            

References Number of 
cartridges

Cartridges 
lengh Connection Pressure max

GEM222-1/10 1 10’’ clamp ¾’’                                            10 b@50°C

GEM222-1/20                                   1 20’’ clamp ¾’’                                           10 b@50°C

GEM222-1/30                                   1 30’’ clamp ¾’’                                           10 b@50°C

GEM222-3/20                                   3 20’’ clamp 1 1/2’’                                    10 b@50°C

GEM222-3/30                                  3 30’’ clamp 1 1/2’’                                    10 b@50°C

GEM222-3/40                                   3 40’’ clamp 1 1/2’’                                    10 b@50°C

GEM222-5/20                                  5 20’’ clamp 2’’                                            10 b@50°C

GEM222-5/30                                   5 30’’ clamp 2’’                                            10 b@50°C

GEM222-5/40                                  5 40’’ clamp 2’’                                            10 b@50°C

GEM222-7/20                                   7 20’’ clamp 2’’                                            10 b@50°C

GEM222-7/30                                  7 30’’ clamp 2’’                                            10 b@50°C

GEM222-7/40                                   7 40’’ clamp 2’’                                            10 b@50°C

For cartridges with internal
diameter od 45 mm 
type 222 code 3 :
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Stainless steel multi-cartridges filter

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE

PURGE
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GEM222 5/20’’                                               GEM222 5/30’’                                                GEM222 5/40’’		             
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ADH2OC INDUSTRIAL
Headquarters

3, Rue Kercoz
22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
Fax +33 (0)2 22 44 98 48

www.adh2oc-industrial.com

Workshop
12 Rue du Plateau - Lieudit «La Vallée Drouard»
28500 CHÉRISY - FRANCE
Tel  +33 (0)2 37 50 20 79
Fax +33 (0)2 22 44 98 48
e-mail : infos@adh2oc-industrial.com

Stainless steel multi-cartridges filter
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GEM222 7/20’’                                                GEM222 7/30’’                                                GEM222 7/40’’		             


