
FILTRATION

STAINLESS STEEL MULTI-CARTRIDGES FILTER 

Multi-cartridges filter
GEMS Stainless steel multi-cartridges filter housing

Stainless steel 304 or 316L multi-cartridges filter housing for 
DOE cartridges having inside diameter of 22 mm and outside 
diameter of 70 mm.

Number of cartridges per filter 17.

Cartridges lenght, 20, 30 and 40’’.

Flanged upper opening with hinged bolts.

Conformity with European Directive 97/23/EC concerning pressurized 
equipment (PED).

PPLICATIONS

All filtration applications 
especially the pre-filtration 
of membrane equipment 
(in reverse osmosis).



Stainless steel multi-cartridges filter

References Number of 
cartridges

Cartridges 
length Connection Operating 

pressure

Dimensions (mm)

Diameter Height

GEM17/20 17 20’’

DN100 PN9

520 1485

GEM17/30 17 30’’ 530 1730

GEM17/40 17 40’’ 530 1985

GEM17 RANGE

TECHNICAL PARAMETERS

Maximum head loss 1,40 bar.

Operating temperature range 5 to 40°C

Air vent N3 in ¼’’ and drain N4 in ½’’ sizes
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ADH2OC INDUSTRIAL
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3, Rue Kercoz
22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
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Workshop
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