
INSTRUMENTATION

RESIDUAL HARDNESS MONITORING

Hardness Analyser 
SOFT & SAFE

Hardness Analyser SOFT & SAFE

Available measurement range according to selected reagent

0,05 - 0,09 - 0,18 - 0,36 - 0,54 - 0,9 - 1,8 - 3,6 - 5,4 ou 9,0 °F   

3 outputs : Max value, fault, analysing 

1 input Start analysis or stop analysis

Mounting in IP54 wall box

PPLICATIONS

Continuous verification of the proper 
functioning of water softeners for 

the following applications : 

- Boiler water treatment

- Osmosis supply

- Power supply for all industrial 

process



Hardness Analyser Soft & Safe

Alimentation 220 V

Power consumption 25 VA

Protection index IP54

Weight 1,9 kg

Dimensions (H x L x D) 300 x 380 x 120 mm

Volume of reagent per bottle 500 ml

Number of analyzes per bottle 5 000

Relay output 3 outputs : Max value, fault, analysing 

Input 1 input Start analysis or Stop analysis

TECHNICALS INFORMATIONS
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ADH2OC INDUSTRIAL

Headquarters
3, Rue Kercoz

22 220 TRÉGUIER - FRANCE

Tel  +33 (0)2 96 40 02 50
Fax +33 (0)2 22 44 98 48

www.adh2oc-industrial.com

Workshop
Lieudit «La Vallée Douard»
28500 CHÉRISY - FRANCE

Tel  +33 (0)2 37 50 20 79
Fax +33 (0)2 22 44 98 48

e-mail : infos@adh2oc-industrial.com

Configurable analyzes frequency : 5, 10, 20 or 30 minutes

Rinse time after configurable analysis : between 00.5 and 10 minutes

 SETTING

 CONNECTION

Temperature : 5 to 40 °C

Appearance : transparent water, colorless, 

no suspended substances, no bubbles 

pH : 4 to 10.5 

Aluminium < 0.1ppm

Manganese < 0.2ppm 

Iron < 0.2 ppm

Pressure : 0.2 à 6.0 bars

Drainage : without back pressure

References Désignation

SOFT & SAFE                                
Hardness Analyser

SOFT & SAFE

500S/500 500 ml bottle reagent 0.04°F

500/500 500 ml bottle reagent 0.09°F

501/500 500 ml bottle reagent 0.18°F

502/500 500 ml bottle reagent 0.36°F

503/500 500 ml bottle reagent 0.54°F

505/500 500 ml bottle reagent 0.90°F

510/500 500 ml bottle reagent 1.80°F

520/500 500 ml bottle reagent 3.60°F

530/500 500ml bottle reagent 5.40°F

550/500 500ml bottle reagent 9.00°F

 FEED WATER QUALITY


